PREVENT FIRES
DO NOT CUT, WELD, OR USE OTHER OPEN-FLAME OR SPARK-PRODUCING EQUIPMENT UNTIL THE FOLLOWING PRECAUTIONS HAVE BEEN TAKEN:

1. The location where the work is to be done has been personally examined, and the work to be done is confined to the area or equipment specified in this permit.

2. There are no flammable or combustible materials in the work area. Drums, tanks, equipment, or other containers in the area previously containing such materials have been properly purged.

3. All combustibles have been located 25 feet from the work area or properly covered with metal guards or flame retardant covers.

4. Flame or spark-producing equipment to be used has been inspected, found to be in good repair, and contains all safety devices.

5. Sprinklers, if provided, are operational and measures have been taken to ensure the system will not be shutdown until this work has been completed.

6. Adequate portable fire extinguishers have been provided and fire hoses, if available, are accessible and operational.

7. Floors and surroundings have been swept clean. Wood floors have been wet down or properly covered with flame retardant covers.

8. All floor and wall openings within 25 feet of the work area have been properly covered.

9. A responsible worker has been assigned to watch for sparks in the area and on the floors above and below.

10. A copy of this permit has been hand carried to Security so that a patrol of the area can be made at least one hour after hot work has been completed for the day.

DATE AND TIME OF SITE INSPECTION BY SECURITY: